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LEMNUL ESTE LUMEA NOASTRA

Parchet Laminat Supernatural Krono
Original, Armoury Oak K419, 4V,
clasa C32

Numatr articol Grosime Latime Lungime
46136/0419 8 mm 192 mm 1285 mm
CARACTERISTICI
o (Y| Cant frezat Antibacterial
Rezistent si usor de Protectie impotriva
l" - . o = . LA P . m Clasa de rezistenta 32
intretinut micro-zgarieturilor

m2? Montaj flotant

SPECIFICATII
Grosime 8 mm
Latime 192 mm
Lungime 1.285 mm
Greutate 17 kg
Podea
Model optionvalue.floorModel1631
Specie Stejar
Pardoseald Laminat
Numar lamele 1Lamela

mai multe informatii https://ro.jaf-development.com/shop/pardoseli/parchet-

laminat/parchet-laminat-supernatural-krono-original--armoury-oak- Scanati codul QR si veti fi directionat catre pagina 4
k419--4v--clasa-c32~p15246264 produsului
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Podea

Margini

Imbinare
Structurd
Material suport
Ton culoare
Luminozitate
Clasa de utilizare

Numar decor
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Tesite

Uniclic

Grained Timber
HDF

Maro

mediu

NK 32

K419
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