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LEMNUL ESTE LUMEA NOASTRA

Substrat Acustic 2,0 mm

Numar articol Grosime Latime Lungime
45522/0009 2mm 1.000 mm 7500 mm
CARACTERISTICI
SPECIFICATII

Grosime 2mm

Latime 1.000 mm

Lungime 7.500 mm

Greutate 5kg

Podea

Model Acoustic Underlay PUR 2.0

Continut 7,5 m?/rola

Material PU-M

Reducerea zgomotului de impact (IS) 18 dB

Emisie sonord (RWS) 27 %

Sarcina dinamica (DL) >150.000 Cicluri

Rezistenta constanta la presiune (CC) 53 kPa

Rezistenta constanta (CS) 260 kPa

Sarcind de impact (RLB) 750 mm

mai multe informatii https://ro.jaf-development.com/shop/pardoseli/

accesorii-parchet/substrat-parchet/substrat-acustic-2-0-mm~p16537287 Scanati codul QR si veti fi directionat catre pagina
produsului
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Rezistenta termica (RA, B) 0,01 m2K/W
Capacitatea de egalizare a punctelor (PC) 1,02 mm
Rezistenta la difuzia vaporilor de apa (SD) >75m
Scanati codul QR si veti fi directionat catre pagina
produsului
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